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12" SLAB GIRDER
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¢ BRG. & HOLE IN GIRDER

1'-6"

1½"
CLR.

9
"

1'-6" L
¢ LIFTING LOOPS

STRAIGHT STRAND LOCATION SEQUENCE 
SHALL BE AS SHOWN     ,     ETC.1 2

STRAND PATTERN

PLAN
 S1 BARS NOT SHOWN FOR CLARITY. SEE TRAFFIC

BARRIER SHEETS FOR DETAILS AND LOCATION.
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SYMMETRICAL ABOUT ¢ GIRDER

4" 2 SPA.
@ 2" = 4"

2
"

SECTION C VIEW D
SAWTEETH
NOT SHOWN

SYMM. ABOUT ¢ GIRDER  G8 #4
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 G1 #4 (TOP) AND  G2 #4 (BOTTOM)
3 SPACES @ 1'-0" MAX.

SEE SECTION B
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4'-0"
INTERIOR GIRDER SHOWN, EXTERIOR SIMILAR

1"
C
LR

.  G7 #4

1"
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¢ JOINT ¢ JOINT

3½"
CLR.

 G9 £#4

1" CHAMFER

2½" (TYP.)
2

 S1 £#5
SEE TRAFFIC BARRIER SHEETS
FOR DETAILS AND LOCATION

VARIES W/ TOPPING
SLAB DEPTH

 G3 #4 
3 SPACES @ 1'-0" MAX.

4'-0"
EXTERIOR GIRDER SHOWN, INTERIOR SIMILAR

G1 AT BEND IN �S1 

HOLE IN GIRDER G6 #5 WITH 1'-6"
MIN. LAP SPLICES

¢ LIFTING LOOPS
   (TYP.)

¢ GIRDER

6"
(TYP.)

2 G5 #3 BUNDLED

3
"

 G4 #4

4
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¢ JOINT

EXTEND STRAIGHT
STRANDS IDENTIFIED
IN GIRDER SCHEDULE

FIELD BEND TO OBTAIN
1½" COVER AT PAVEMENT
SEAT, IF NECESSARY
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¢ 
BR

G.

  &
 H

OL
E

IN
T
E
R
IO
R
 G

IR
D
E
R

V5 SPA. @ V6

2" (TYP.)

3" (TYP.)

¢ WELD TIE

1'-6" MIN.
3'-0" MAX.

2 G6 #5 ~ V1 SPA. @ V2
PARALLEL TO SKEW
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V6

¢ WELD TIE ¢ WELD TIE

 G7 #4, G8 #4 & 2 G9 £#4

SPA. @
9" MAX.

2 G6 #5 & 2 G9 £#4
V3 SPA. @ V4 SPLAYED

 G4 #4

½" CHAMFER
AT CORNERS (TYP.)

2 G5 #3 BUNDLED (TYP.)

HOLE FOR DOWEL
BAR (TYP.). SEE
"HOLE DETAIL"

THE SHEAR KEY MAY BE
STOPPED SHORT A MAXIMUM
OF 10" FROM EACH END
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